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Amendments to the Claims; 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Llgti ^q of Claims: 

1 . (Currently amended) A feminine sanitary protection device for use with an undergarment, 
comprising: 

a liquid impermeable outer cover having a central longitudinal axis, and including a top 
edge, a bottom edge, a first side edge and a second side edge, a first side section between the 
fir^t side edge and the central longitudinal axis, and a second side section between the second 
(he side edge and the central longitudinal axis. 

a first frangible line In the first side section of the outer cover, and a second frangible 
line in the second side section of the outer cover. 

a liquid permeable liner and an absorbent medium areintegralbdoined with the outer 
cover to form a liquid absorbent device, at least the liquid absorbent medium being located 
between the first frangible line and the second frangible line. 

the liquid absorbent device being folded so the outer cover fomns the exterior of the 
folded liquid absorbent device such that, upon removal of portions of the outer cover outboard 
the frangible lines and unfolding the liquid absorbent device and use of the liquid absorbent 
device on the undergamient, a remaining portion of the outer cover is-integrally joined with the 
liguiU uboorbont dn^riro ^nd ■iT.iH permeable liner and the ahsort^qnt medium fomns a liquid 
impermeable layer of the liquid absorbent device tl i>.tinolucloothQ lln. ilJu u n nu.i bl n l i n n rnn d th n 
aboorbontmodium. with the outer cover being located between the liq ui d aboorbont d o sn ro 
nprmeable nn>.r and the abs orbent medium and the undergarment. 

2. (Original) The device of claim 1 further comprising a first joining element in the first 
side section, and a second joining element in the second side section. 

3. (Original) The device of claim 2 wherein the first joining element and the second 
joining element join respective portions of the folded outer cover together. 

4. (Original) The device of claim 1 wherein each frangible line is in generally overlapping 
alignment with itself. 
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5 (Original) The device of claim 2 wherein the first frangible line is between the first 
joining element and the central longitudinal axis, and the second frangible line Is between the 
second joining element and the central longitudinal axis. 

6. (Previously presented) The device of claim 1 further comprising a release strip for the 
liquid absortent device wherein the release strip is located on an exterior of the outer cover. 

7. (Original) The device of claim 5 further comprising a vaginal insertion device placed 
with the liquid absorbent. 

8. (Currently amended) A feminine sanitary protection device for use with an 

undergamnent, comprising: 

a liquid impermeable outer cover having a central longitudinal axis, and including a top 
edge, a bottom edge, a first side edge and a second side edge, a first side section between the 
first side edge and the central longitudinal axis, and a second side section between the second 
side edge and the central longitudinal axis. 

means in the first side section and in the second side section for removing at least a 
portion of the first side section and at least a portion of the second side section from the outer 

cover, and . 
a liquid permeable liner and an absorbent medium are inteqrally joined with the outer 

cover to fomn a liquid absorbent device, 

the liquid absorbent device being folded so the outer cover forms the exterior of the 
folded liquid absorbent device such that, upon removal of at least a portion of the first side 
section and at least a portion of the second side section from the outer cover and unfolding the 
liquid absorbent device and use of the liquid absorbent device on the undergamient, a 
remaining portion of the outer cover Integrally joined with the liq u i d oboorbont dovi ro liguW 
po„T,^^hte liner an d th^ ^hsorbent medium forms a liquid impermeable layer of the liquid 
absorbent device U ut inoludoc th r^ l i q u i d Mu mio ^ h ln ll n n r Tiu J t l .o abc n r hn nt mn rl li i m with the 
outer cover being located between the l i quid abcorbont rIn vi r R li q i lifl pemipable liner and tHe 
ahftnrhant medium and the undergarment. 

9. (Original) The device of claim B further comprising means in the first side section 
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and in the second side section for joining respective portions of the folded outer cover together. 

10. (Original) The device of claim 8 wherein the liquid absorbent device with its outer 
cover is tri-folded. 

11. (Original) The device of claim 9 wherein the removing means is between the 
joining means. 

1 2 (Previously presented) The device of claim 8 further comprising a release strip for 
the liquid absorbent device wherein the release strip is located on an exterior of the outer cover. 

1 3. (Original) The device of claim 8 wherein the removing means includes a first 
frangible line in the first side section, and a second fi^angibie line in the second side section. 

14. (Original) The device of claim 1 3 wherein each the frangible line includes 
perforations in the outer cover. 

15. (Original) The device of claim 8 further comprising a vaginal insertion device placed 
with the liquid absorbent device. 

16-28. (Cancelled) 

29. (Currently amended)) A feminine sanitary protection device for use with an 

undergarment, comprising: 

a liquid impermeable outer cover having a central longitudinal axis, and including a top 
edge a bottom edge, a first side edge and a second side edge, a first side section between the 
first side edge and the central longitudinal axis, and a second side section between the second 
side edge and the central longitudinal axis, 

a first frangible line in the first side section of the outer cover, and a second frangible 
line in the second side section of the outer cover, 

a liquid permeable liner and an absorbent medium joined with the outer cover to fomi a 
liquid absorbent device, at least the liquid absorbent medium being located between the first 
frangible line and the second frangible line. 
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the liquid absorbent device being folded so the outer cover forms the exterior of the 
folded liquid absorbent device such that, upon removal of portions of the outer cover outboard 
the frangible lines and unfolding the liquid absorbent device and placement adjacent the 
undergarment for use of the liquid absorbent device on the undergarment, a remaining portion 
of the outer cover is adhered to the ti M ul J uboo rb o nt rtn v irn n n rl iiq . ,ir1 pemieahle liner and the 
.h.nrt.^t medium fomis a liquid impermeable layer of the liquid absorbent device «,a^iRek.de6 
U . U l i quid pornio ^h l o lii iu. JMU th e nhrn rh n nt m odi nm with the outer cover being located 
between .ig-HH n.rm«.ble lir-- tK. .h^rhent medium liuu . d obcorbont d n .n m and the 
undergarment. 

30 (Previously presented) The device of claim 29 further comprising a fir^t joining 
element in the first side section, and a second joining element in the second side section 
wherein the first joining element and the second joining element join respective portions of the 
folded outer cover together. 

31 . (Previously presented) The device of claim 29 wherein each frangible line is in 
generally overlapping alignment with itself. 

32. (Previously presented) The device of claim 29 further comprising a first joining 
element in the first side section, and a second joining element in the second side section 
wherein the flrst frangible line Is between the fir^t joining element and the central longitudinal 
axis, and the second frangible line is between the second joining element and the central 
longitudinal axis. 

33. (Previously presented) The device of claim 29 further comprising a release strip 
for the liquid absorbent device wherein the release strip is located on an exterior of the outer 



cover. 
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